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D N

.906 MAX

D N

1.141 MAX

5.000 REF

B

D N

.906 MAX

M

.167

+.010
–.005

LJT — accessories
plug protection cap

* 10-421399-XXX

* (MS27501XXXC)

* 10-275196-XXX (MS27501)

* To complete order number, add shell size and suffix number.
For example, shell size 11 with cadmium plate, nickel base would be 10-421399-117, MS27501A11C or MS20048A11.

N
B D Dia.

Shell Dia. Dia. M +.001
Size Ref Max ±.250 –.005

  9 .180   .812 3.000   .572

11 .180   .938 3.000   .700

13 .180 1.062 3.500   .850

15 .180 1.188 3.500   .975

17 .180 1.312 3.500 1.100

19 .209 1.438 3.500 1.207

21 .209 1.562 4.000 1.332

23 .209 1.688 4.000 1.457

25 .209 1.812 4.000 1.582

MS MS
10- Number Number

Number Suffix Suffix
Finish Suffix with chain without chain

Chromate treat -XX0

Anodic coating -XX5

Cadmium plate nickel base -XX7 AXXC AXX

Olive drab, cadmium, nickel base -XX9 BXXC BXX

Electroless nickel -XXG FXXC
FXX

All dimensions for reference only.
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D

L

D

L

D

M

.167
+.010
–.005

B

3.500
APPROX

D

L

6.000 APPROX

L1

1

.167
+.010
–.005

LJT — accessories
receptacle protection cap

* (MS27502XXXC)

* 10-427406-XXX

* 10-427950-XXX

For MS stamping identification, accessories must be ordered by MS part number.
If ordered by 10- part number, they will be stamped with said number.
* To complete order number, add shell size and suffix number.

For example, shell size 11 with cadmium plate, nickel base would be 10-427406-117, MS27502A11C or MS20047A11.

B  Dia. D
Shell +.010 Dia. L L1 M
Size –.000 Max Max. Max. ±.250

  9   .703   .844 1.070 .844 3.000

11   .844   .969 1.070 .844 3.000

13 1.016 1.125 1.070 .844 3.500

15 1.141 1.250 1.070 .844 3.500

17 1.266 1.406 1.070 .844 3.500

19 1.391 1.500 1.070 .844 3.500

21 1.516 1.625 1.070 .844 4.000

23 1.641 1.750 1.070 .844 4.000

25 1.766 1.875 1.089 .875 4.000

MS MS
10- Number Number

Number Suffix Suffix
Finish Suffix with chain without chain

Chromate treat -XX0

Anodic coating -XX5 CXXC CXX

Cadmium plate nickel base -XX7 AXXC AXX

Olive drab, cadmium, nickel base -XX9 BXXC BXX

Electroless nickel -XXG FXXC
FXX

All dimensions for reference only.

* 10-275197-XXX (MS27502)



44

LJT — accessories
strain relief (solder type)

* 10-436792-XXX

10-Number
Finish Suffix

Chromate treat -XX0

Anodic coating -XX5

Cadmium plate nickel base -XX7

Olive drab, cadmium, nickel base -XX9

Electroless nickel -XXG

B Y BB
Dia. Thread Dia.

Shell +.010 L Class 2B GG +.000
Size –.025 Max. (Plated) Max. –.011

  9 .125   .859   .4375-28 UNEF   .775   .250

11 .188   .859   .5625-24 UNEF   .837   .312

13 .312   .859   .6875-24 UNEF   .963   .438

15 .375 1.109   .8125-20 UNEF 1.087   .562

17 .500 1.109   .9375-20 UNEF 1.150   .625

19 .625 1.109 1.0625-18 UNEF 1.400   .750

21 .625 1.109 1.1875-18 UNEF 1.400   .750

23 .750 1.234 1.3125-18 UNEF 1.587   .938

25 .800 1.234 1.4375-18 UNEF 1.681 1.000

For military type cable clamp see MS27506 or M85049/49 on page 28.

* To complete order number, add shell size and suffix number.

For example: Shell size 11 with cadmium plate, nickel base would be
10-436792-117.

All dimensions for reference only.
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