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EDGE LOCK CRIMP TERMINAL 

1.0 SCOPE 
This specification details the crimping information and common practices for general crimps for 
the EDGE LOCK crimp terminal per sales drawing 2004490001. Please refer to the 
sales drawing for additional part information. 

 
2.0 PRODUCT DESCRIPTION 

 

Product name Material number Wire size Insulation Dia. 

Edge Lock crimp terminal 200449-0001 #22, #24 1.10~1.40mm 

 
 

3.0 DEFINITION OF TERMS 
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4.0 SPECIFICATION 

THIS STANDARD SPECIFIES THE DIMENSIONS AFTER CRIMPING THE TERMINAL AS 
BELOW. 

 

No. of FIG 1 ITEM REQUIREMENTS 

① 

BEND UP 3˚ MAX. 

BEND DOWN 3˚ MAX. 

TWIST 3˚ MAX. 

ROLLING 3˚ MAX. 

② BELL MOUTH (REF.) 0.08 ~ 0.13 mm 

③ CUT-OFF TAB LENGTH 0.13 mm MAX. 

④ EXTRUDE WIRE LENGTH 0.3 ~ 1.0 mm 

⑤ SEAM 
SEAM SHALL NOT BE OPENED 
AND NO WIRE ALLOWED OUT 
OF CRIMPING AREA. 

--- WIRE STRIP LENGTH 1.6 ~ 2.3 mm 

 

5.0  CONDITION (⑥AND ⑦ OF FIG.1) 

AFTER CRIMPING, THE CRIMPED AREAS SHOULD BE FOLLOWS. 
 

PART NO. 
WIRE 
SIZE 

(AWG) 

CONDUCTOR (mm) INSULATION (mm) CRIMP 
STRENGTH 

(Min Kgf) 
CRIMP 
WIDTH 

CRIMP 
HEIGHT 

CRIMP 
WIDTH 

CRIMP 
HEIGHT 

200449-
0001 

#22 1.40±0.03 0.90±0.03 1.60±0.03 (1.60) 5.0 

#24 1.40±0.03 0.80±0.03 1.60±0.03 (1.40) 4.0 
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